Two-dimensional metallic transition metal dichalcogenides are emerging as prototypes for uncovering fundamental physical phenomena, such as superconductivity and charge-density waves, as well as for engineering-related applications. However, the batch production of such envisioned transition metal dichalcogenides remains challenging, which has hindered the aforementioned explorations. Herein, we fabricate thickness-tunable tantalum disulfide flakes and centimetre-sized ultrathin films on an electrode material of gold foil via a facile chemical vapour deposition route. Through temperature-dependent Raman characterization, we observe the transition from nearly commensurate to commensurate charge-density wave phases with our ultrathin tantalum disulfide flakes. We have obtained high hydrogen evolution reaction efficiency with the as-grown tantalum disulfide flakes directly synthesized on gold foils comparable to traditional platinum catalysts. This work could promote further efforts for exploring new efficient catalysts in the large materials family of metallic transition metal dichalcogenides, as well as exploiting their applications towards more versatile applications.
T wo-dimensional (2D) metallic transition metal dichalcogenides (MTMDCs) such as TiSe 2 1-5 , NbSe 2 6-9 , TaS 2 10-13 , and TaSe 2 [14] [15] [16] , have kindled worldwide research interest due to their rich phase diagrams that include superconductivity, charge-density wave (CDW) and metal-insulator transitions. These intriguing properties are mainly attributed to their reduced dimensionality and the induced quantum confinement effect. Recently, such unique 2D systems have become appealing platforms for exploring the origin of superconductivity and CDW, longstanding puzzles in condensed matter physics [17] [18] [19] . For instance, the coexistence of CDW order and superconductivity has been unveiled in atomically thin TaS 2 11, 12, 20 . However, the TaS 2 samples reported in a majority of the publications were obtained by an exfoliation method [10] [11] [12] [13] 20 , which is time-consuming, incompatible with batch production, and affords little control over thickness and domain size.
Chemical vapour deposition (CVD), compatible with common tool sets and scalable syntheses, has been regarded as a swift and effective route for growing semiconducting TMDCs (e.g. MoS 2 21-23 , MoSe 2 24, 25 , WS 2 26, 27 , ReS 2 28, 29 , etc.). Very recently, this approach has been extended to the synthesis of MTMDCs [30] [31] [32] . For example, Lou et al. synthesized metallic VS 2 single-crystal flakes on SiO 2 /Si through an atmospheric pressure CVD (APCVD) route, with thicknesses ranging from~100 tõ 1100 nm 30 . Subsequently, Zhang et al. optimized the growth conditions and obtained~8-nm-thick VS 2 flakes 31 . Meanwhile, Liu et al. reported the APCVD growth of 1T-TaS 2 flakes on SiO 2 / Si with a wide thickness range of 2~220 nm 32 . Nevertheless, large-area syntheses of full coverage or large-domain MTMDCs and identification of their possible applications are still works-inprogress.
Experimental and theoretical efforts have indicated that MoS 2 nanoparticles or nanosheets are potential electrocatalysts for the hydrogen evolution reaction (HER) [33] [34] [35] , and metallic 1T-MoS 2 can be much more active than its semiconducting counterpart 36 . However, such 1T-MoS 2 is vulnerable to ambient conditions, and its direct synthesis through reactive alkyl lithium intercalation is difficult. It thus appears reasonable to seek phase-stable MTMDCs to replace 1T-MoS 2 for realizing efficient catalytic applications. Recent theoretical calculations have predicted the possibility of TaS 2 as an active and stable electrocatalyst 37 . From the experimental side, Chen et al. performed HER measurements of liquid-phase-exfoliated 1T-TaS 2 , and reported an enhanced catalytic activity for atomic-scale-pore decorated TaS 2 (introduced via oxygen plasma treatment) over the conventional form 38 . However, the reported HER performance was still not 165 160 28 24 Intensity (a.u.)
Binding 33, 34 , presumably due to the slight oxidation of atomic-scale pores. Moreover, the use of a common glassy carbon working electrode possibly restricted the electron transfer from electrode to catalytically active sites, due to a weak interface interaction.
To tackle the above-mentioned issues, here we design lowpressure CVD (LPCVD) and APCVD routes for the direct syntheses of centimetre-sized uniform, ultrathin TaS 2 films and thickness-tunable TaS 2 flakes on a common electrode material of Au foil, respectively. This provides us with an opportunity to explore either fundamental physical phenomena or related applications associated with the dimensionality effect. In particular, the nearly commensurate CDW (NCCDW)/commensurate CDW (CCDW) phase transition is unambiguously demonstrated, suggesting that the crystalline quality of CVD-derived TaS 2 is comparable to the mechanically exfoliated material. More significantly, the as-grown metallic TaS 2 on Au foils displays high electrocatalytic activity for the HER. The internal reaction mechanism is revealed by a combination of experimental results and theoretical calculations.
Results
LPCVD synthesis of centimetre-sized ultrathin 2H-TaS 2 film. TaS 2 thin films were successfully synthesized by a LPCVD route with solid TaCl 5 and S as precursors, as depicted in the schematic view in Fig. 1a . In contrast to previous work reporting the synthesis of TaS 2 flakes on SiO 2 /Si 32 , we selected Au foil as a substrates due to its chemical inertness towards S precursors, its catalytic activity in TMDCs growth, and more significantly, its compatibility with large-area growth and direct application in HER 23, 27 . X-ray photoemission spectroscopy (XPS) measurements were firstly carried out to determine the chemical composition of the as-grown samples ( Fig. 1b , and Supplementary   Fig. 1 ). The obtained Ta 4f 7/2 (22.7 eV) and 4f 5/2 (24.7 eV) peaks are attributed to Ta 4+ , while the S 2p 3/2 (162.1 eV) and 2p 1/2 (163.2 eV) peaks are assigned to S 2− , in agreement with the standard XPS data of TaS 2 32 . The Ta:S atomic ratio calculated from the XPS data is 1:2.08, approximating to the 1:2 stoichiometric ratio for bulk TaS 2 . Notably, additional peaks at 28.4 and 26.9 eV are attributed to Ta 5+ , in consideration of the oxidation susceptibility of metallic TaS 2 .
Furthermore, synchrotron radiation-based low-energy electron microscopy (LEEM) and micro-beam XPS (μ-XPS) measurements were also performed directly on as-grown samples ( Fig. 1c-e ). Figure 1d , e reveal the spatial mapping of Ta (4f 7/2 ) and S (2p 3/2 ), respectively, from which the shape/location of TaS 2 flakes can be definitively distinguished. The uniform contrasts within the triangular domains indicate the relatively high crystal quality of the CVD-derived samples. The X-ray diffraction (XRD) pattern of TaS 2 confirms its 2H phase structure ( Supplementary  Fig. 2 ), which is different from the previous report (1T-TaS 2 synthesized on SiO 2 /Si with an APCVD route 32 ). This difference can be explained by the relatively low growth temperature, the slow cooling process, and the different substrate used in this work. Notably, the 2H-TaS 2 should deliver a higher electrocatalytic activity than that of 1T-TaS 2 , as predicted by theoretical calculation 37 .
Scanning electron microscopy (SEM) examinations were then performed to show the morphology and the domain size evolution of 2H-TaS 2 on Au foils under different growth times of~5,~10, and~20 min ( Fig. 1f , and Supplementary Fig. 3 ). The domain sizes were found to be variable from~0.5 to~20 μm. In particular, at the growth time of~10 min, the edge length of the 2H-TaS 2 triangle was as large as~20 μm, as shown in Fig. 1f . An apparent height of~3 nm was determined from the atomic force microscopy (AFM) section-view analysis across the domain edge of the transferred 2H-TaS 2 on SiO 2 /Si ( Fig. 1g ). However, at a growth time of~20 min, a full coverage 2H-TaS 2 film was obtained according to the uniform SEM contrast in Fig. 1h . The AFM image of the transferred 2H-TaS 2 in Fig. 1i reveals a layer thickness of~3 nm, the same as that achieved with reduced growth time (Fig. 1g ). The excellent thickness uniformity at the centimetre-size was further confirmed by a highly homogeneous optical microscopy (OM) image of the transferred 2H-TaS 2 on SiO 2 /Si ( Fig. 1j , and Supplementary Fig. 3 ). Note that, for other intermediate growth times, the thickness of the derived 2H-TaS 2 flakes maintained a similar value of~3 nm. In this regard, we can infer that the current 2H-TaS 2 growth exhibits a 'magic' starting thickness of~3 nm, i.e., individual islands evolved on the surface and then expanded with the increase of growth time, and finally merged together towards the formation of a complete layer. To the best of our knowledge, this is the first report about the synthesis of centimetre-sized uniform MTMDCs films.
It should be noted that the unique 2D growth feature is different from the self-limited surface growth of monolayer MoS 2 or WS 2 on Au foils 23, 27 . We ascribe this 'magic' growth behaviour to the dimerization of Ta along the c-axis direction, as similarly demonstrated in an analogue system of IrTe 2 39, 40 . A first-order structural transition from 1 × 1 × 1 to 5 × 1 × 5 was proposed for bulk IrTe 2 , and this reconstructed structure possessed a five-times periodicity in both a and c directions of the crystal lattice. The existence of long-range ordering along the c direction (normal to the 2D plane) expressed an enhanced interplanar coupling with respect to traditional van der Waals coupled systems (i.e., MoS 2 and WS 2 ) 39, 40 .
In order to confirm the aforementioned hypothesis, the growth time of 2H-TaS 2 was further prolonged to~30 min. Some triangular 2H-TaS 2 flakes with the specific thickness of~3 nm were then observed on the complete 3-nm-thick 2H-TaS 2 film ( Supplementary Fig. 4 ). Such intriguing result strongly suggests the existence of a critical thickness for LPCVD synthesized 2H-TaS 2 on Au foils. Notably, this growth behaviour has also been reported in the "electronic growth" of metallic overlayers on semiconductor substrates, wherein quantized electronic states (QWSs) were generated in the thin layers and determined the stability of the 2D thin films 41 . Briefly, centimetre-sized uniform, several-layer-thick 2H-TaS 2 films were successfully obtained, which should offer attractive playgrounds for exploring some fundamental physical issues, e.g. the interplay between CDW and superconductivity that has been disclosed in mechanically exfoliated layers 20 .
APCVD growth of 2H-TaS 2 flakes with tunable thickness. Recent electrical transport measurements (temperature-dependence resistance) have revealed that the thickness of exfoliated TaS 2 flakes has a prominent influence on CCDW/NCCDW and NCCDW/incommensurate CDW phase transitions 11 . When the thickness was reduced to~3 nm, such transitions suddenly vanished. In this regard, it is logical to synthesize high-quality, thickness-variable TaS 2 so as to explore this thickness-dependent phenomenon. APCVD has proven to be an effective method to grow semiconducting TMDCs with tailored thicknesses, due to the excess precursor feeding rate during the synthesis process 42, 43 . Motivated by this, we selected the APCVD approach to synthesize TaS 2 directly on Au foils, and the process is shown schematically in Fig. 2a . As a result, hexagonal TaS 2 flakes were successfully achieved as presented in Supplementary Fig. 5 . The morphology variations from triangular to hexagonal shapes between APCVD-and LPCVD-derived TaS 2 are possibly attributed to the local changes of the Ta:S ratio of precursors, as previously demonstrated in MoS 2 growth 43 . If the Mo:S ratio was larger than 1:2, triangular MoS 2 domains were usually generated, however, when the Mo:S ratio was lower than 1:2, hexagonal MoS 2 flakes were usually evolved. Notably, the stoichiometric ratio of TaS 2 and its 2H phase structure were then confirmed by XPS and XRD measurements (Fig. 2b, c) , the same as that of the LPCVD synthesized films. The XPS measurement of transferred 2H-TaS 2 on SiO 2 /Si was also performed to exclude the possible Au penetration into the 2H-TaS 2 layers during the CVD growth process ( Supplementary Fig. 6 ). Intriguingly, we found that upon increasing the growth time from~3 to~30 min, the edge length of the hexagonal 2H-TaS 2 flake can be tailored from~5 to~20 μm (Fig. 2d, f ) and the thickness from~15 to~350 nm ( Fig. 2e, g) . This phenomenon highlights that the APCVD-synthesized 2H-TaS 2 on Au foils follows the Volmer-Weber (VW) growth mode, in contrast to the LPCVD growth obeying a Frank-van der Merwe (FM) mode. To provide further insight, the evolution of the flake thickness is plotted as a function of growth time (Fig. 2h) , which clearly addresses the tunability of the thickness of 2H-TaS 2 by precisely varying the growth time. Altogether, high-quality, thicknesstunable, large-domain 2H-TaS 2 flakes can be synthesized on Au foils by an APCVD route.
TEM characterization of 2H-TaS 2 . In order to obtain a thorough understanding of the crystal structure of the CVD-derived 2H-TaS 2 , high-resolution transmission electron microscopy (HR-TEM) measurements were then performed on transferred samples. Figure 3a shows a low-magnification TEM image of the LPCVD-synthesized 2H-TaS 2 , and the HR-TEM image captured from the film edge presents a layer thickness of 4, as well as an interlayer spacing of~0.75 nm (Fig. 3b, and Supplementary  Fig. 7 ). This data again confirms the existence of a 'magic' starting layer of 4, which we believe was mediated by the dimerization of Ta along the c-axis direction. Moreover, the corresponding selected area electron diffraction (SAED) pattern in Fig. 3c reveals only one set of hexagonally arranged diffraction spots, strongly suggesting the single-crystalline nature of the 2H-TaS 2 domain. Atomic-resolution TEM image in Fig. 3d clearly displays a honeycomb structure with an interatomic distance of~0.33 nm, as in good agreement with the documented lattice constant of TaS 2 20 , further convincing the rather high crystalline quality of CVDderived TaS 2 .
Previous electrical transport measurements (temperaturedependent resistance) and TEM characterizations revealed that the CDW phase transitions of exfoliated TaS 2 were strongly suppressed at a reduced thickness of~3 nm 11, 13 . In order to observe the CDW phase transition in 2H-TaS 2 , the APCVD samples were characterized by TEM and spherical-aberrationcorrected scanning transmission electron microscopy (STEM), a useful method to identify the CDW phases. The lowmagnification TEM image in Fig. 3e shows a representative 2H-TaS 2 triangle of~20 nm thick. Notably, the corresponding SAED pattern acquired at room temperature is rather complex (Fig. 3f ). The bright spots (highlighted by yellow circles) correspond to the Bragg scattering from the triangular lattice of Ta atoms with a lattice constant a = 0.33 nm. This hexagonally arranged Bragg scattering pattern further confirms the single-crystalline feature of the 2H-TaS 2 triangle. However, the additional set of spots (indicated by blue circles surrounding the central beam) corresponds to the periodic lattice distortion (PLD) induced wave vectors, possibly due to the periodic atomic displacements of the NCCDW, as similarly reported for the exfoliated 1T-TaS 2 13 . In order to visualize the atomic-scale morphology and the NCCDW structure of 2H-TaS 2 , atomic-resolution Z-contrast STEM-HAADF analysis was then carried out on the transferred sample. Figure 3g reveals a representative STEM-HAADF image obtained from the 2H-TaS 2 triangle in Fig. 3e . The Ta (bright spots) and S atoms can be clearly identified by their different contrasts. However, the S atoms are nearly invisible due to the large difference of the atomic number between Ta and S. Notably, the atomic arrangement obeys the 2H-phase atomic model with Ta atoms octahedrally coordinated by S atoms, as inferred by the intensity line profile in Supplementary Fig. 7 . A further selective inverse fast Fourier transform (IFFT) filtered image of the diffraction spots (highlighted by blue circles) in Fig. 3g shows disordered PLD, suggesting the appearance of NCCDW phase state in TaS 2 (Fig. 3h) . Briefly, the CVD-synthesized 2H-TaS 2 possesses comparable crystalline quality with that of mechanically exfoliated samples, which should allow more intensive investigations of physical phenomena such as CDW, superconductivity, and so on.
Thickness-dependent CDW phase transitions of 2H-TaS 2 . The effect of dimensionality and interlayer coupling of TaS 2 on the CDW phase transition has aroused interest [11] [12] [13] . However, the existing electrical transport measurements (temperature-dependent resistance) and TEM analyses are usually time-consuming and complex, and inefficient in distinguishing the CDW phases arising from either bulk or sample surface. Raman spectroscopy has been established as an exquisitely sensitive and convenient technique to investigate both bulk and surface vibration modes of TMDCs 21, 22 . Very recently, temperature-dependent Raman spectroscopy has been utilized to determine the transition temperature of the CDW phase based on exfoliated 1T-TaS 2 flakes 44 .
In our work, representative Raman spectra have been captured on a~20 nm-thick 2H-TaS 2 flake upon cooling/warming processes, as shown in Fig. 4a . For the cooling process, a broad Raman peak was clearly observed below 100 cm −1 at > 150 K. In contrast, some fine peaks (indicated by a red arrow in Fig. 4a ) are visible below 100 cm −1 at < 150 K, suggesting that a NCCDW/CCDW phase transition takes place at~150 K. Notably, a similar tendency to change is also recorded during the warming process but with a higher transition temperature of~210 K. Therefore, the critical temperature of NCCDW/CCDW phase transition is identified as~150 and~210 K for the cooling and heating processes, respectively. In order to precisely determine the transition temperature of NCCDW/CCDW phase, Raman frequencies of discernible peaks as a function of temperature are plotted in Fig. 4b , upon cooling/warming processes. Obviously, the number of vibration modes and their frequencies are dramatically changed at the transition temperature T c (marked by dashed lines), and this temperature is different between the cooling (T c,cool = 150 K) and the warming (T c,warm = 210 K) processes. The hysteresis temperature of ΔT = T c,warm − T c,cool = 60 K and the average transition temperature of T c,avg = (T c,warm + T c,cool )/2 = 180 K are then calculated accurately.
More temperature-dependent Raman spectra of 2H-TaS 2 with different thicknesses upon cooling/warming processes are presented in Supplementary Figs. 8 and 9 . Interestingly, for the~3 nm-thick 2H-TaS 2 , we find a negligible variation for the discernible peaks under different temperature, suggesting that the CDW phase transitions of 2H-TaS 2 are strongly suppressed at this ultrathin thickness region ( Supplementary Fig. 8 ). Temperature-dependent Raman frequencies of discernible peaks for 2H-TaS 2 of~150 nm thick are also plotted in Fig. 4c , regarding cooling/warming processes. Contrastingly, Fig. 4d displays the hysteresis and average transition temperature plotted as a function of flake thickness. Apparently, ΔT increases with the reduction of sample thickness, while the T c,avg values are not changed substantially. As the film thickness decreases, the NCCDW/CCDW phase transition temperature decreases and vanishes at the critical thickness of~3 nm, as presented in Fig. 4e . Shortly, such abovementioned results are in good agreement with those of electrical transport measurements (temperature-dependent resistance) performed on exfoliated TaS 2 45 , thus confirming the reliability of CVD-synthesized samples for detecting CDW phase transitions.
Electrocatalytic performance of 2H-TaS 2 . A recent theoretical calculation predicted excellent electrocatalytic properties for metallic 2H-TaS 2 in HER, featuring high stability and active sites concentrated at the edges and in the basal-planes 33 . However, the direct application of 2H-TaS 2 in HER still remains unaddressed. Herein, the as-grown 2H-TaS 2 flakes on Au foils are directly used as electrocatalysts in HER, as schematically illustrated in Fig. 5a . In order to justify the catalytically active sites of 2H-TaS 2 , density functional theory (DFT) calculations are firstly performed (Fig. 5b, c) . The Gibbs free energy (ΔG H* ) is usually used to assess the catalytic performance, and a ΔG H* value close to zero usually indicates superior HER activity due to the optimal balance between absorption and removal of hydrogen atoms on the active sites 46 . In Fig. 5c , the values of ΔG H* for Ta-edge, S-edge, and basal-plane are calculated to be −0.04, −0.10, and 0.15 eV, respectively, which are all comparable with that of the MoS 2 edge but remarkably lower than that of the MoS 2 basal plane 46 . These calculated results indicate that the active sites of 2H-TaS 2 are concentrated both at the edges and in the basal-planes, in sharp contrast with that of MoS 2 that posseses inert surface catalytic properties 37 . It is worth mentioning that, Yakobson, B. I. et al. have demonstrated that the populated state of electrons near the lowest unoccupied state (ξ LUS ) is the key parameter of the adsorption strength of hydrogen on MX 2 surfaces. The basalplane of 2H-TaS 2 possesses a relative low ξ LUS (<−5.8 eV), thus possessing relatively strong adsorption capability of hydrogen and thus enhanced catalytic activity 47 . Figure 5d displays the polarization curves of as-grown 2H-TaS 2 flakes with different thicknesses (all the tested samples show similar coverage of~70%). The curves from Au foil and commercial Pt are also collected for comparison. Notably, at a cathodic current density (j) of 10 mA/cm 2 , the overpotentials (η) of 2H-TaS 2 samples are falling in 65-150 mV, much lower than that of MoS 2 (170-250 mV) [33] [34] [35] [36] , possibly addressing the excellent HER activity of 2H-TaS 2 . Furthermore, the linear portions of the Tafel plots in Fig. 5e are fitted to the Tafel equation (η = blog j + a, where j is the current density and b is the Tafel slope), yielding Tafel slopes of 31, 33-42, and 110 mV/dec for Pt, 2H-TaS 2 /Au, and Au foil, respectively. It is noteworthy that the Tafel slope (~33 mV/dec) for 2H-TaS 2 with the thickness of~150 nm is very close to that of Pt (~31 mV/dec) and exceeds all the reported MX 2 candidates 36, 46, 48, 49 . The specific Tafel slope value should address a Volmer-Tafel mechanism for the HER of 2H-TaS 2 .
By applying an extrapolation method to the Tafel plots, the exchange current density (j 0 ) is also obtained and displayed in Supplementary Fig. 10 . A remarkable j 0 value of~179.47 μA/cm 2 is achieved, which is superior to other MX 2 materials reported elsewhere 36, 46, 48, 49 . To address this, a comparison of the HER performances of CVD-derived 2H-TaS 2 and MX 2 -based catalysts is displayed in Table 1 . Particularly, after 5000 cycles, the 2H-TaS 2 flakes present much higher electrocatalytic activity than that of their initial states ( Fig. 5f, and Supplementary Fig. 11 ). Notably, TaS 2 is a metallic TMDCs material, it is unstable under ambient condition and the surface can be oxidized, which results in extra low electrocatalytic activity for HER 50 . Through a facile HER cycling process, the surface oxides can be peeled off by hydrogen bubbles and the intrinsic electrocatalytic activities of 2H-TaS 2 are presented subsequently. Meanwhile, a microscopic morphology analysis reveals that the enhanced HER performance is closely correlated to the morphological evolution of 2H-TaS 2 . The comparison of SEM and AFM morphologies of 2H-TaS 2 before and after 5000 cycles ( Fig. 5f, and Supplementary Fig. 12 ) indicates that the flakes become thinner, smaller, and more disperse, but with invariable chemical composition of 2H-TaS 2 ( Supplementary Fig. 13 ). In order to rule out the effect of the possible Pt contamination on the HER performance of 2H-TaS 2 , we have re-measured the HER performance of 2H-TaS 2 /Au by using the carbon rod as the counter electrode, and performed the Nafion proton exchange membrane assisted electrochemical measurement, respectively. Similar catalytic results have been achieved among the different methods, indicative of the high electrocatalytic performance of 2H-TaS 2 /Au foils ( Supplementary  Fig. 14, and Supplementary Table 1 ). In our opinion, the cycling induced morphology change has three beneficial effects on the catalytic activity: 1) Shortening the interlayer electron-transfer pathways at a thinned domain; 2) increasing the active surface area by improving the accessibility of protons to basal-plane active sites; 3) increasing the density of active sites at the flake edge of 2H-TaS 2 , considering that the ΔG H* values of both Taedge and S-edge are much closer to the thermo-neutral point than that of the basal-plane, and the edge sites are catalytically more active than that of the basal plane. Such conclusions are further confirmed by the electrochemical impedance spectra (ESI) ( Supplementary Fig. 15 ), where a decrease in charge-transfer resistance is observed upon cycling. The extra low charge-transfer resistance (5-11 Ω) in 2H-TaS 2 /Au indicates the fast charge transfer between TaS 2 and Au (Fig. 5g, h) . The effect of CVD synthesis temperature on the HER performance of TaS 2 was also presented in Supplementary Fig. 16 , where low synthesis temperature (< 800°C) has negligible effect on the HER performance of TaS 2 , and the high synthesis temperature (> 800°C) reduces the catalytic activity of TaS 2 . This can be explained from the generation of different phases.
Discussion
In summary, we have developed facile LPCVD and APCVD routes for synthesizing large-area uniform, thickness controllable 2H-TaS 2 films and domains directly on Au foils, respectively. The high-quality 2D 2H-TaS 2 samples have proven to be attractive platforms for investigating fundamental physical phenomena (e.g. CDW) associated with the dimensionality effect. More significantly, the metallic 2H-TaS 2 have been found to be an efficient electrocatalyst for the HER, even comparable to Pt, owing to its abundant active sites concentrated at edges and basal-planes, as well as the self-optimizing morphological change of 2H-TaS 2 . We believe this work could be a significant advance towards the batch production and electrocatalytic applications of 2D metallic materials, and hope these results will motivate scientists to explore new efficient catalysts in the large materials family of MTMDCs for energy related applications.
Methods
Materials synthesis. The TaCl 5 (Alfa Aesar, purity 99.5%) and S (Alfa Aesar, purity 99.5%) powders were used as precursors and the Au foil as the substrate (Alfa Aesar, purity 99.99%). All the sample growth was finished in a three-zone furnace (Lindberg/Blue M HTF55347c) equipped with a 1 inch diameter quartz tube. The temperature of Au foil, TaCl 5 and S powders were set at 750, 300 and 280°C, respectively. Ar (100 sccm) and H 2 (10 sccm) were used as carrier gases. After a growth period, the furnace was opened, and the sample was cooled to room temperature in the flowing mixed gases of H 2 /Ar (10/100 sccm). Electrochemical measurements. All the electrochemical measurements were performed in a three-electrode system on CHI 760E electrochemical workstation (CH Instruments), using 2H-TaS 2 /Au foil as the working electrode, a Pt foil or carbon rod as a counter electrode, and a saturated Ag/AgCl as a reference electrode. All the potentials were calibrated by a reversible hydrogen electrode (RHE). Linear sweep voltammetry with a scan rate of~5 mV s −1 , from +0.10 to −0.70 V vs. RHE was conducted in 0.5 M H 2 SO 4 (sparged with N 2 , purity~99.999%). The Nyquist plots were obtained with frequencies ranging from 100 kHz to 0.1 Hz at the overpotential of 10 mV. The impedance data were fitted to a simplified Randles circuit to extract the series and charge-transfer resistances.
DFT calculations. All theoretical calculations were performed within the framework of DFT using the Vienna ab initio simulation package (VASP) 51 with projector-augmented wave scheme. Then the Gibbs free energy for hydrogen adsorption, ΔG H* , was estimated following the procedure described in a previous report 52 .
Data availability. The data reported by this article are available from the corresponding author upon reasonable request.
